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Dimensional & Component Diagram
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Materials
Pos. Part Name Materials

1 Body with crimped 
locknut DZR brass

2 Elbow with crimped 
locknut DZR brass

3 Internal Sleeve - 20mm DZR brass

4 Internal Sleeve - 15mm DZR brass

5 Flat Washer Fibre

6 O-ring Nitrile

7 Nipple Adapter DZR brass

Dimensions
Product Code Size A B C Weight - g

QFWMA101 15mm 150mm 73mm 85mm 2143g

QFWMA202 20mm 150mm 73mm 85mm 2243g

Note:  Custom thread sizes available on request

Pressure / Temperature Diagram
 
 
 
 
 
 
 
 
 
 

WaterMarked Approved - Test complies with AS/NZS3688 - 2005  
                                                                                                              - Clauses 3.6, 3.7, 3.8, 4.2 and 4.3QFWMA 101 & 202  series

QuickFit Water Meter Adapter
QFWMA 101 & 202  series

WMKA02387

“If you can measure it, then you can manage it!”

Available from:
 
 
 
 
 

Bayzone Holdings Pty Ltd                 e:   info@bayzone.com.au               w:   www.bayzone.com.au
  For more info call ..... Peter     m:  +61 425 322 782        or        Richard      m:  +61 418 465 707International Patents Pending

The QFWMA 101 & 202   
installation aid is an Australian innovation  
for submetering water. The unit is designed for  
retrofitting in hard or unworkable access areas, for example  
where a shut off valve is under concrete or within a wall cavity or  
cupboard. The QFWMA 101 & 202 is designed to make it simple, quick  
and affordable to install a water meter  which can be used in houses, flats, blocks of units  
and commercial areas quickly and efficiently.  Plumbing time and effort is reduced to a minimum  
with painting and repairing tiles, pulling out cupboards and restoring buildings to original is no  
longer required.  360 degree flexibility for shut off valves located in tight and difficult areas.   
                                                                                      The QFWMA101 & 202 is protected by International Patents and Copyright.



QuickFit Water Meter Adapter

You no longer need to put the thought of work and mess rectifying walls, cupboards etc ahead of 
installing water metering equipment. 
 
The QuickFit Water Meter Adapter (QFWMA) is the answer! If a full-way stop tap has been 
installed as per AS/NZS3500, all that’s necessary is to: 
 
 1.  Shut off the main supply 
 
 2.  Remove stop tap top assembly and install the QFWMA 

 
 3.  Add a stop tap, a temporary loop or meter  
                                              and pipe work 
 
 4.  Turn the main supply back on

 
For full instructions visit 
 

www.bayzone.com.au

“Now that you can measure it,  
you can manage it!”

Sub Metering has never been so EASY ...


